
Sol id  S ta te  
L igh t ing

• Variable Power LED Par 38 Bulb Replacement 

• PIC - Proprietary Intelligent Communication 

• Worldwide Universal Voltage 

• Energy Efficient 

• Low Heat  

• Patent Pending High Performance Optic 

• UL approved, ROHS compliant 

• Dimmable  

Technical SpecificaTionS: 

iPAR-38™
LED Par 38 Replacement Bulb  
with Powerband™ Technology

patented 
variable light 
intensity  
powerband™ 
Technology

iTem #           DeScripTion   
  
IPAR3827100    iPAR-38, 2700K  10.0º  Medium Base 

IPAR3827160    iPAR-38, 2700K  16.0º  Medium Base 

IPAR3827225    iPAR-38, 2700K  22.5º  Medium Base 

IPAR3830100    iPAR-38, 3000K  10.0º  Medium Base 

IPAR3830160    iPAR-38, 3000K  16.0º  Medium Base 

IPAR3830225    iPAR-38, 3000K  22.5º  Medium Base      
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• Watts:   10W - 12W  - 16W 
• Lumen Output:  550 - 650 - 800 
• Power Factor:  greater than 95 
 
• Lamp Voltage:  85 Volts to 265 Volts 
• CBCP: 10W 12W 16W                  
     10.0º 13,250+ 15,250+ 18,000+ 
     16.0º   5,750+   6,750+   8,000+ 
     22.5º   3,600+   4,200+   5,000+ 
  
• Color Temp.:   2700K or 3000K 
• Beam Angle:   10º, 16º or 22.5º 
• CRI:        greater than 83 
• Life:    50,000 hours 
• Dimmable:   All types of dimmers 
• Warranty:    Three (3) years 
• Approvals:   UL, ROHS 
• Bulb Type:   PAR 38 
• Other:   Ability to communicate 
   hours of use and wattage




