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ELECTRONIC FLUORESCENT |

LPAFI\{IIIILVI¢$FYE ESME’"S: INPUT VOLTS CATALOG NUMBER WAYRE?&’;TY DESCRIPTION
T12
1 120 KTEB-140-1-TP-EMI 3 1 Lite F40T12, FCC Class B, Normal Power Factor
F40T12 5 120 KTEB-240-1-TP-PIC 3 2 Lite FA0T12, F40T12ES, and F34T12 High Power Factor
120-277 KTEB-240-UV-TP-PIC 3 2 Lite F40T12, F40T12ES, and F34T12 High Power Factor
FO6T12 5 120 KTEB-275-1-TP-PIC-SL 3 2 Lite F96T12 and F96T12ES
120-277 KTEB-275-UV-TP-PIC 3 2 Lite F96T12 and F96T12ES
F96T12HO 2 120-277 KTEB-2110-UV-TP-PIC 3 2 Lite F96T12HO and F96T12HOES I —
F20T12 120 KTEB-120-1-TP-EMI 3 1 Lite F20T12, FCC Class B, Normal Power Factor
2 120 KTEB-220-1-TP-EMI 3 2 Lite F20T12, FCC Class B, Normal Power Factor
T8
KTEB-132-UV-1S-N-P 5 1 Lite F17/25/32 T8, NEMA Premium, Standard Output
! 120-277 KTEB-132-UV-IS-L-P 5 1 Lite F17/25/32 T8, NEMA Premium, Reduced Output
120 KTEB-232LBF-1-TP-PIC-SL 5 2 Lite F17/25/32 T8
2 KTEB-232-UV-1S-N-P 5 2 Lite F17/25/32 T8, NEMA Premium, Standard Output
120-277 KTEB-232-UV-IS-L-P 5 2 Lite F17/25/32 T8, NEMA Premium, Reduced Output
F32T8 KTEB-232-UV-IS-H-P 5 2 Lite F17/25/32 T8, NEMA Premium, High Output
KTEB-332-UV-IS-N-P 5 3 Lite F17/25/32 T8, NEMA Premium, Standard Output
3 120-277 KTEB-332-UV-IS-L-P 5 3 Lite F17/25/32 T8, NEMA Premium, Reduced Output
KTEB-332-UV-IS-H-P 5 3 Lite F17/25/32 T8, NEMA Premium, High Output
120 KTEB-432LBF-1-TP-PIC 5 4 Lite F17/25/32 T8
4 KTEB-432-UV-1S-N-P 5 4 Lite F17/25/32 T8, NEMA Premium, Standard Output
120-277 KTEB-432-UV-IS-L-P 5 4 Lite F17/25/32 T8, NEMA Premium, Reduced Output
F59T8 2 120-277 KTEB-259-UV-TP-PIC 5 2 Lite FO6T8
F96T8HO 2 120-277 KTEB-286HO-UV-IS-N 5 2 Lite F96T8HO
T5HO
KTEB-224HO-UV-TP-PS 5 2 Lite F24T5HO Program Start, 90°C Rated
F24T5HO lor2 120-277 -
KTEB-239HO-UV-TP-PS 5 2 Lite F24T5HO or F39T5HO Program Start, 90°C Rated
F39T5HO lor2 120-277 KTEB-239HO-UV-TP-PS 5 2 Lite F24T5HO or F39T5HO Program Start, 90°C Rated
Lor2 120-277 KTEB-254H0O-UV-TP-PS 5 2 Lite F54T5HO Program Start, 90°C Rated
F54T5H0 KTEB-254H0-UV-PS-SL 5 2 Lite F54T5HO Program Start, 90°C Rated, 9" Case
3or4d 120-277 KTEB-454H0-UV-TP-PS 5 4 Lite F54T5HO Program Start, 90°C Rated
T5
F14T5 lor2 120-277 KTEB-228HE-UV-TP-PS 5 2 Lite F14/21/28 T5 Program Start Electronic Ballast
F21T5 lor2 120-277 KTEB-228HE-UV-TP-PS 5 2 Lite F14/21/28 T5 Program Start Electronic Ballast
F28T5 lor2 120-277 KTEB-228HE-UV-TP-PS 5 2 Lite F14/21/28 T5 Program Start Electronic Ballast
CIRCLINE
FC8T9 1 120 SS22WSTP* 3 22W Circline, Small Case, Self-Start
FC22T9 1 120 KTEB-1C22-1-TP-WS 3 1 Lite 22W, Small Case, with Sockets
FC32T9 1 120 KTEB-140-1-TP-EMI-WS 3 1 Lite 32 or 40W, with Sockets
FC40T9 1 120 KTEB-140-1-TP-EMI-WS 3 1 Lite 32 or 40W, with Sockets
FC22T9 & FC32T9 2 120 KTEB-2C72-1-TP-WS 3 2 Lite 22W & 32W or 32 & 40W, with Sockets
FC32T9 & FC40T9 2 120 KTEB-2C72-1-TP-WS 3 2 Lite 22W & 32W or 32 & 40W, with Sockets

*Magnetic Ballast

SIGN BALLASTS

INPUT COMBINED LAMP WARRANTY
VOLTS NO. OF LAMPS LENGTH (FT.) CATALOG NUMBER YEARS

lor2 4-12 KTSB-0412-12-1-TP 3 1-2 T12HO Lamps with Combined Length of 4-12 feet
6-20 KTSB-0620-24-1-TP 2-4 T12HO Lamps with Combined Length of 6-20 feet
2,3,0r4 12-24 KTSB-1224-24-1-TP 2-4 T12HO Lamps with Combined Length of 12-24 feet
20-40 KTSB-2040-24-1-TP 2-4 T12HO Lamps with Combined Length of 20-40 feet
12-40 KTSB-1240-46-1-TP 4-6 T12HO Lamps with Combined Length of 12-40 feet
24-48 KTSB-2448-46-1-TP 4-6 T12HO Lamps with Combined Length of 24-48 feet
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HID KITS

LAMP | NO. OF

WARRANTY

watTs | TaPs INPUT VOLTS CATALOG NUMBER YEARS DESCRIPTION -
METAL HALIDE
50 Quad 120/208/240/277 MH-50X-Q-KIT 2 50W (M110) Metal Halide Ballast Kit
70 Quad 120/208/240/277 MH-70X-Q-KIT 2 70W (M98) Metal Halide Ballast Kit
100 Quad 120/208/240/277 MH-100X-Q-KIT 2 100W (M90) Metal Halide Ballast Kit
150 Quad 120/208/240/277 MH-150X-Q-KIT 2 150W (M102) Metal Halide Ballast Kit
Quad 120/208/240/277 MH-175A-Q-KIT 2 175W (M57) Metal Halide Ballast Kit
175 5-Tap 120/208/240/277/480 MH-175A-P-KIT 2 175W (M57) Metal Halide Ballast Kit
Single 480 MH-250A-4-KIT 2 250W (M58) Metal Halide Ballast Kit
250 Quad 120/208/240/277 MH-250A-Q-KIT 2 250W (M58) Metal Halide Ballast Kit
5-Tap 120/208/240/277/480 MH-250A-P-KIT 2 250W (M58) Metal Halide Ballast Kit
Single 480 MH-400A-4-KIT 2 400W (M59) Metal Halide Ballast Kit
400 Quad 120/208/240/277 MH-400A-Q-KIT 2 400W (M59) Metal Halide Ballast Kit
5-Tap 120/208/240/277/480 MH-400A-P-KIT 2 400W (M59) Metal Halide Ballast Kit
Single 480 MH-1000A-4-KIT 2 1000W (M47) Metal Halide Ballast Kit
1000 Quad 120/208/240/277 MH-1000A-Q-KIT 2 1000W (M47) Metal Halide Ballast Kit
5-Tap 120/208/240/277/480 MH-1000A-P-KIT 2 1000W (M47) Metal Halide Ballast Kit
1500 Quad 120/208/240/277 MH-1500A-Q-KIT 2 1500W (M48) Metal Halide Ballast Kit
5-Tap 120/208/240/277/480 MH-1500A-P-KIT 2 1500W (M48) Metal Halide Ballast Kit
PULSE START METAL HALIDE
Quad 120/208/240/277 MPS-175A-Q-KIT 2 175W Pulse Start (M137) Metal Halide Ballast Kit, EISA Compliant
175 5 Tap 120/208/240/277/480 MPS-175A-P-KIT 2 175W Pulse Start (M137) Metal Halide Ballast Kit, EISA Compliant
2 Quad 120/208/240/277 MPS-200A-Q-KIT 2 200W Pulse Start (M136) Metal Halide Ballast Kit, EISA Compliant
5 Tap 120/208/240/277/480 MPS-200A-P-KIT 2 200W Pulse Start (M136) Metal Halide Ballast Kit, EISA Compliant
Quad 120/208/240/277 MPS-250A-Q-KIT 2 250W Pulse Start (M138) Metal Halide Ballast Kit, EISA Compliant
250 5 Tap 120/208/240/277/480 MPS-250A-P-KIT 2 250W Pulse Start (M138) Metal Halide Ballast Kit, EISA Compliant
o Quad 120/208/240/277 MPS-320A-Q-KIT 2 320W Pulse Start (M132) Metal Halide Ballast Kit, EISA Compliant
5 Tap 120/208/240/277/480 MPS-320A-P-KIT 2 320W Pulse Start (M132) Metal Halide Ballast Kit, EISA Compliant
350 Quad 120/208/240/277 MPS-350A-Q-KIT 2 350W Pulse Start (M131) Metal Halide Ballast Kit, EISA Compliant
5 Tap 120/208/240/277/480 MPS-350A-P-KIT 2 350W Pulse Start (M131) Metal Halide Ballast Kit, EISA Compliant
Single 480 MPS-400A-4-KIT 2 400W Pulse Start (M135) Metal Halide Ballast Kit, EISA Compliant
400 Quad 120/208/240/277 MPS-400A-Q-KIT 2 400W Pulse Start (M135) Metal Halide Ballast Kit, EISA Compliant
5 Tap 120/208/240/277/480 MPS-400A-P-KIT 2 400W Pulse Start (M135) Metal Halide Ballast Kit, EISA Compliant
450 Quad 120/208/240/277 MPS-450A-Q-KIT 2 450W Pulse Start (M144) Metal Halide Ballast Kit, EISA Compliant
5 Tap 120/208/240/277/480 MPS-450A-P-KIT 2 450W Pulse Start (M144) Metal Halide Ballast Kit, EISA Compliant
750 Quad 120/208/240/277 MPS-750A-Q-KIT 2 750W Pulse Start (M149) Metal Halide Ballast Kit
1000 Quad 120/208/240/277 MPS-1000A-Q-KIT 2 1000W Pulse Start (M141) Metal Halide Ballast Kit
HIGH PRESSURE SODIUM
35 Single 120 HPS-35R-1-KIT 2 35W (S76) High Pressure Sodium Ballast Kit
50 Single 120 HPS-50R-1-KIT 2 50W (S68) High Pressure Sodium Ballast Kit
20 Single 120 HPS-70R-1-KIT 2 70W (S62) High Pressure Sodium Ballast Kit
Quad 120/208/240/277 HPS-70X-Q-KIT 2 70W (S62) High Pressure Sodium Ballast Kit
169 Single 120 HPS-100R-1-KIT 2 100W (S54) High Pressure Sodium Ballast Kit
Quad 120/208/240/277 HPS-100X-Q-KIT 2 100W (S54) High Pressure Sodium Ballast Kit
Single 120 HPS-150R-1-KIT 2 150W (S55) High Pressure Sodium Ballast Kit
120 Quad 120/208/240/277 HPS-150X-Q-KIT 2 150W (S55) High Pressure Sodium Ballast Kit
S Quad 120/208/240/277 HPS-250A-Q-KIT 2 250W (S50) High Pressure Sodium Ballast Kit
5-Tap 120/208/240/277/480 HPS-250A-P-KIT 2 250W (S50) High Pressure Sodium Ballast Kit
Single 480 HPS-400A-4-KIT 2 400W (S51) High Pressure Sodium Ballast Kit
400 Quad 120/208/240/277 HPS-400A-Q-KIT 2 400W (S51) High Pressure Sodium Ballast Kit
5-Tap 120/208/240/277/480 HPS-400A-P-KIT 2 400W (S51) High Pressure Sodium Ballast Kit
1000 Quad 120/208/240/277 HPS-1000A-Q-KIT 2 1000W (S52) High Pressure Sodium Ballast Kit
5-Tap 120/208/240/277/480 HPS-1000A-P-KIT 2 1000W (S52) High Pressure Sodium Ballast Kit

All HID kits include a quality magnetic transformer, mounting hardware and brackets, and a capacitor and ignitor when required.




COMPACT FLUORESCENT

PRIMARY NO. OF
LAMP TYPE LAMPS

INPUT
VOLTS

CATALOG NUMBER

WARRANTY

YEARS

DESCRIPTION

9W CFL 1

120

CC579TP*

3

5, 7, 9 Watt, 2-pin Compact Fluorescent

120

CC1322TP*

13-22 Watt, 2-pin Compact Fluorescent

113SHPTP*

1 Lite 13 Watt, 2-pin Compact Fluorescent, High Power Factor

13W CFL

KTEB-213-UV-TP-PSD

1 or 2 Lite 13W 4-Pin CFL, Program Start

120-277

KTEB-213-UV-TP-PIC-DW

1 or 2 Lite 13W 4-Pin CFL, Rapid Start

KTEB-213-UV-TP-PIC-DW-KIT

1 or 2 Lite 13W 4-Pin CFL, Kit includes Wires/Stud Plate

18W CFL

KTEB-218-UV-TP-PSD

1 or 2 Lite 18W 4-Pin CFL, Program Start

120-277

KTEB-218-UV-TP-PIC-DW

1 or 2 Lite 18W 4-Pin CFL, Rapid Start

KTEB-218-UV-TP-PIC-DW-KIT

1 or 2 Lite 18W 4-Pin CFL, Kit includes Wires/Stud Plate

KTEB-226-UV-TP-PSD

1 or 2 Lite 26W 4-Pin CFL, Program Start

26W CFL 120-277 | KTEB-226-UV-TP-PIC-DW
KTEB-226-UV-TP-PIC-DW-KIT
KTEB-242T-UV-TP-PSD
KTEB-242T-UV-TP-PIC-DW

KTEB-242T-UV-TP-PIC-DW-KIT

1 or 2 Lite 26W 4-Pin CFL, Rapid Start

1 or 2 Lite 26W 4-Pin CFL, Kit includes Wires/Stud Plate
1 or 2 Lite 42W 4-Pin CFL, Program Start

1 or 2 Lite 42W 4-Pin CFL, Rapid Start

1 or 2 Lite 42W 4-Pin CFL, Kit includes Wires/Stud Plate

42W CFL 120-277
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All CFL kits include a commercial grade multi-voltage ballast, stud mounting plate, wire removal tool, wires, and mounting screws.
* Magnetic Ballast

LOW VOLTAGE TRANSFORMERS

warmace | vors | Soe! CATALOG NUMBER pimmagLe | WARRENTY MOUNTING USE
60 120 11 KTET-60-1-F-WC-EMI-SCP No 3 FCC Class B, short circuit protected, with cord and fuse.
12 KTET-60-1-SCP-DIM-AL Yes 3 Class 2, dimmable, short circuit protected, aluminum case.
12 KTET-75-1-SCP-DIM-HV-AL Yes 3 Dimmable, aluminum case with side leads.
75 120 11 | KTET-75-1-SCP-DIM-AL-RJS Yes 3 a:mrgi?t'jmsgﬁflgg:'t protected, aluminum case
277 11 KTET-75-2-SCP-RJS No 3 Rear mount studs and leads for J-box application.
11 KTET-150-1-SCP-DIM 3 Short circuit protected, aluminum case.

CAPACITORS

CATALOG NUMBER | LAMP TYPE
CAP-70HPSQ HPS
CAP-70MHQ MH
CAP-100HPSQ HPS
CAP-100MHQ MH
CAP-150HPSQ HPS
CAP-175MHQ MH
CAP-250HPSQ HPS
CAP-250MHQ MH
CAP-400HPSQ HPS
CAP-400MHQ MH
CAP-1000HPSQ HPS
CAP-1000MHQ MH

IGNITORS

CATALOG NUMBER | LAMP TYPE
IGN-XG-01
IGN-XG-02
IGN-XG-03
IGN-XG-04

WATTAGE
70
70

MIRCROFARAD
7
8
10
12
14
10
35
15
55
24
26
24

VOLTAGE
280
280
280
280
280
400
280
400
300

WATTAGE | CIRCUIT TYPE

HPS
HPS
HPS
MH

35-150
250-400
1000
50-150

Reactor, HX
CWA
CWA

HX

NEMA
Premium|

UL)usten GNUS

®

Specifications subject to change without notice. For complete product specifications and warranty details, visit www.keystoneballast.com.



